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MECHANICAL

SAFETY SHOWER WITH EYEWASH
EMERGENCY EQUIPMENT DETAIL

XX XX

R.PEARSON

R.ROMERO

G.GREWAL

06-28-1999

DISCIPLINE POC: GURINDER GREWAL STANDARDS MANAGER: TOBIN ORUCH

U LARRY BAYS 06-28-1999
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CHAPTER 6 ST-D2010-1 4

GENERAL REVISION ADDED PWH PIPING

AND MIXING VALVE

1 09-06-2002 U RP RR GG GG TO

REMOVED THE EYEWASH DRAIN PIPING

2 10-25-2002 U RP RR GG GG TO

DRAWING DEVELOPED FOR ML-3/

ML-4 PROJECTS.  FOR ML-1/

ML-2, ADDITIONAL REQUIREMENTS

AND QA REVIEWS ARE REQUIRED.

(REMOVE THIS NOTE WHEN IN-

SERTED INTO A DRAWING PACK-

AGE).

KEYED NOTES:

SAFETY SHOWER WITH EYEWASH DETAIL  

NOTES FOR DESIGNER:
SEE SHEET 4.

(DO NOT INCLUDE ON CONSTRUCTION DRAWINGS)

30"X 30" CONTRASTING COLORED SQUARE

CENTERED ON SHOWER HEAD. ON CONCRETE

FLOOR FINISH SQUARE WITH NON-SKID PAINT

EDITORIAL CHANGES & DWG. NO. WAS

ST6000

3 08-14-2003 U

ADMIN. CHANGES TO CAD STD. REV#5

FORMAT & SHEET NUMBER WAS 2 OF 5

4 06-15-2017 UNCLASS

JB AJ ML ML TOTO

RP JM RR GG TO
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ANCHOR PIPING

SECURELY TO

BUILDING STRUCTURE

SHOWER HEAD

CEILING

OPTION: PIPING MAY BE INSTALLED

CONCEALED OR EXPOSED

EYE/FACE WASH UNIT

WITH SPRAY HEAD,

DUST COVERS, AND

STAY-OPEN VALVE

FINISH

FLOOR

6
'
-
1
0
"
 
T

O
 
8
'
-
1
0
"

(
7
'
-
0
"
 
P

R
E

F
E

R
R

E
D

)

5
'
-
9
"
 
 
M

A
X

23"  MAX

2'-0" MIN.

(3'-0"  MAX)

6" MIN.

5
'
-
0
"
 
 
A

P
P

R
O

X
.

2
'
-
9
"
 
 
T

O
 
 
3
'
-
9
"

N
O

Z
Z

L
E

 
H

E
I
G

H
T

P
W

H

P
W

C

STAY-OPEN VALVE, LOCATE IN

HORIZONTAL PIPING

FURNISHED WITH EMERGENCY EQUIPMENT.

PROVIDE GUIDE PLATE WHEN PULL ROD PENETRATES

CEILING.

VALVE TO BE ACCESSIBLE FOR MAINTENANCE.

EMERGENCY SIGN(S).

LOCATE PULL ROD AS CLOSE TO WALL AS POSSIBLE.

THERMOSTATIC MIXING VALVE IN CABINET W/ DOOR, WALL

OR RECESSED MOUNTED.

LOCATE ISOLATION BALL VALVES (3 REQ'D) WITHIN CABINET.

TEPID WATER SUPPLY.
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